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Materials Used in Railroed Construction:
1.
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Length: 2.6 meters up to 2.7 meters

Approximately 6'-6" for most track tles.

Switch tie lengths varied to sult the switch layout. Most of the ties were of
pine; a secondary-cholce was fir. For testlng purposes we tried reinforced-
concrete tles, but had no success with them. During the war years from 1941 to
19&&, the Germans brought in steel ties which were used mainly in station
trackage. We had a normel supply of all wood ties, through our local saw mills.
Beginning in 1930, about 80 per cent of all ties were treated by a special
asphalt-tar. This wes called a treating oil for wood and was prepared from the
natural oll stone (P8levkivi). This treatment preparation was mapufactured in
factories in the Kivicli Kohtla from materiel obtained from mines in unorthern
Egtonia. A small portion of ties were also treated with sulphate salts. Treated
ties on main lines lasted about 10 to 15 years; untreated ties lasted about three
to five years. Ties removed from mainlines were reused on secondary lines,
gtation tracks, factory tracks or spurs, or for temporary building purposes. The
factory which treated ties was located in Walge. This plant also treated poles
for electric and telephone lines. .
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2. Ballast consisted of 99 per cent natural gravel, with one per cent additional sand |
mixed in. )
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. Depth was from 10 to 12 inchee and width from 10 to 11 feet. The supply was

. adequate through railroad-owned gravel pits. The outstanding pits were at Paldiski,
‘Nume snd at Kabale. Part of the gravel from the former was screened and used for
Pullding purposes -=- concrete work, plastering, and mortar. The Kabala gravel plt o
contained treces of clay. Other important gravel pits were Pedja, v8ru, and Puravitsa
(near Lepaseaare).. There were others, but the five mentioned were the most important.
Surface of the bellast on main tracks consisted of screened split-rock. In general,
the ballast was poorly drained. During freezing weather rails had to be elevated on
wooden blocks 1" x 2" x 4" in order to level the ties which hed been raised by frost.
During severe weether ballast would freeze solid. During this time, railroad breaks
occurred more often than in the summertime. The raising of main track railroed lines
which haed been washed out or on which the ballast had settled required many mouths of
work. Special trains for this specific purpose were run every summer.

3, About 90 per cent of all rails were of the Soviet .-type I-A, II-A, and IIT-A. Most
of the ralls were III-A and were of the same size as the #6 German rail, which was
about 33 kg per meter. Slde tracks used a light weight German rall #2. The Walga-
Pihkva (Pleskau) railroad line was rebuilt with the German #6 type rail (33.% kg per
meter) and also with the #8 (41 kg per meter) and the X (43.9 kg per meter .) This .
rallroad line was actually in the best condition of all Estonian lines and it hed the
best accessories and signals. All new ralls were bought in Germany, France, and
Belgium and were rolled to specification to match the 71 Soviet-type rails in existance.

.. Bail Accessories:

#, Flat tle-platess The tie surface wes cut 1320 acope Eig at the place where the ,
plate wes to be fitted. Most of the splkeswere 5/P " squere x 6" and most of the tie- ’
plates used three such spikes {some ‘were four-spike ple.tes) . Screw-spikes were used
mainly for switches and on maln lines.
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Screw spike: The Head - 20 mm x 5/8" x 5"6% or T"
5" 6" 7' Long. o _
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The Walga~Voru-Petseri-Irboske line had gcrew-spikes throughout its length.
Reil-Connecting Plates:

3/4" Bolts
About 2 to 3 for

_ I’ALI ‘O ® © |i°‘° o I each side.

5, Frogé and Switches were mostly of the standard .Sovigk-type: Frog Angle Tan 119 to
e 1:11 mostly 1:9. Switch ralls were mostly the stralght French-type as were the switches
- Howevér, during World'Wer ILhc wor many switches were replaced by German-type switches;

64 1t9 R-190
8a 1:9 R-190

o Most of the new switches were bought in Germeny and France, however, some awitches
were built and rebuiltin Estonien railroad factories and repair shops.

6. Most signals were hand-operated {pulley and pull wire system) end were in poor
condition. During the German occupetion & replecement frol old German-stock took
place. Only Tellinn had electric light signels, and the Nomme main switches were
operated electrically from e control tower. The Germens built two mechanically
operated control towers in Walga, using & stenderd German control system {$tellwerk).
Neerly ell the signals hed to be lighted manually, using petroleum lenterns. Main
signals were set on the right side of the track and were red and green. Switch
lanterns were milky white. Practlicelly all Estonlan slgnals were changed toc the
standard German signal code between stations. Some stetlons on the Tellinn-Narva
line and the Tape-Walge haed specisl safety devices by which & train could not be
dispatched before an acceptance from the next station was recelved. All reilroed
lines were single-tracked with the exception of the Tallinn-Paéskila. -This double-
tracked line was for local passenger service only. :

7. Methods for iailroad track and bridge construction employed a few smell cranes and
menual lsbor. Track laying and meintenance tools were gimilar to those used for any
type of manval labor, for example: there were no mechanically powered shovelis, air
compressors, or bulldozers.. In 1941, the Sovlets burned and destroyed all equipment
which they could not teke with them. In 194k, the retreating Germans did the ssme
thing. It is 4ifficult to say, therefore, what is left.

8. New bridges and rebullt bridges constructed during the German occupation were built
to standard rellrosed norms. Most rebuilt bridges were of the temporary-type. All
existing bridges were destroyed twice -- by the, Soviets: and by the Germans. During
the years 1941 to 1944 there was an acute shortage of skilled rallroad men because
of war action and deportation to Soviet slave camps.

9. Germen methods in rpilroad bridge and track construction were far superlor and
better organized than any methods which Estonia hed or which the Soviets brought in.
The Soviets brought in no railroad stock or machinery, although they claimed that -
they had better equipment, labor, and material than the Bstonlans or the Jermans had.
They contradicted themselves because all of our betéer locomotives, Diesel cars,
and freight cars disappeared. We heard later that this equipment was in use in USSR.
The only plece of equipment which the Soviets had of any value for railroad maintenance
was & small manuelly operated car which would register track smoothness on graph
peper. In general, the Soviets did very little construction work during their two
occupstion periods.

10. Retired rails, se well as other material from mein lines, were used for building
secondary tracks, reinforcing small concrete bridges, and other building purposes.
The #2 normal gsuge rails were reused on 750 mm smell gauge lines.
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11. Normal space between double-track lines end between tracks in yards was wider
under Soviet methods because of track-gauge differences and wider cars (89 mm
wider). The tonnage of box car§ was about the same for both German ard Rassian.

Minimum distance from center of track to center
" of track within yards by Soviet method used in
Estonla wes 4.85 meters. If & signal or light
pole stood between tracks, the distence from
center to center was increased to 5.8 meters.
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eight and track clearence of 2.5 meters on main

Germen iequirements called for a fr
Soviet requirements required about 4 inches more

1ines and 2.2 meters at stations.
on each slde.

i

Distance between trecks in yards or stations by
German method wes 4.5 meters. This space wes
5.26 meters on main lines.

50X1

12, the rallroad gauge wes still 4r8E" (1435 mm).
1t cap be assumed that the I#3D e has not been changed to 1524 mm. All .

Egtonian railroad stock at one time was changed from the wide - Soviet gauge to
standard Europeen 1435 mm geuge. _8ovilet rolling stock hed the wheel axle narrowved.
Chenging track gauge back to the 1524 mm would not take too much effort or expense.
T have heard that there was actuelly & trend to change trackage back to the 1524 mm
width and 1f thet is the case, then there would be much expense involved in changing

rolling stock too.

13. The narrow gauge railroad on the German-Osland from Johwi to nmorth of Vihise (Jaama)
wag used primarily to transport workers to end from the oil factories. 1 can only

guess that it is now in operation.

14. Between Estonien-Valga and latvien-Velge there was a normal gauge line along side &
narrow geuge line. later a separate 1435 mm gauge track wae 18id between the two

border towns.
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